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INTRODUCTION i 


Methods, based on replacing the continuity equations or their analogs by "large- 
particle" equations of motion, are now finding application in the solution of problems in 
electrodynamics, gas dynamics, hydrodynamics and even solid-state physics. This 
method has given good results in a number of problems where classical methods en- 
counter difficulties. 


Two steps can be identified: 

1) the "particle" motion during At; is calculated in a given field; 

2) from the new "particle" configuration the fields are calculated for a new deter- 
mination of the motion during At, eT 


The "large particle" itself has various geometrical shapes: point, ring, disk, rod, 
filament. 


The details of the problems and the necessity of adapting different variations of the 
method to them give birth to an abundance of procedures and a confusion in terminology 
is possible, It seems appropriate to us to identify three basic methods in terms of the 
nature of the interaction to be calculated: 

1, The straightforward "large-particle" method. The fields are known functions of 
the coordinates and velocities. The problem is solved in one step: only the particle 
motion is calculated. Because of its simplicity this method has been used to solve sev- 
eral electrodynamic problems. 

2. The "average density" method. A region is marked off into a three-dimensional 
lattice; the density is calculated for an arrangement of a finite number of test particles, 
whose motion in the time interval At, 27 is found from the dynamic equations with the 


forces determined by this density at a previous instant of time t.. 


3. In the Harlow "particles in cells", or PIC, method the solution is carried out in 
three steps: 
a) preliminary values of the fields are found during the time interval At, in an /4 


Eulerian network of cells, fixed with respect to the observer; 

b) the motion of the masses is determined from the equations of motion in a 
Lagrangian network of particles; 

c) the field corrections, associated with particle motion, are calculated. 


*Numbers in the margin indicate pagination in the foreign text. 


The PIC method has been found to be quite consistent in a number of gas-dynamics 
problems. 


This collection of papers contains examples of problems solved by these three 
methods. They do not represent a detailed physical investigation, but, instead, they 
illustrate the calculational possibilities. 


THE MOVEMENT OF CHARGED PARTICLES {5 
IN AN ELECTRIC FIELD 


K. A. Vedyashkina, T. V. Rastopchina 


ABSTRACT: Application of the PIC method to calculation 
of motion of charged particles in an electric field is ex- 
amined, 


In some problems it is advantageous to use the straightforward "large-particle" 
method. The volume V, containing charges at t = 0 is divided into small volume elements 
AV (the volume elements can be equal in size), and each charge, contained in AV 


is concentrated at its center, It is considered as a new “enlarged particle". Altogether, 
M "particles" are obtained, whose motion is determined by the systems of motion 
equations: 


dP + R_H 
dt ~ ‘mjEn* a 
E mi Eom +E Im’ (1) 
H_, oe eee H ym? w= 1. 2, , M. 
Eom? Hom are the external electric and magnetic fields at the Ry th point; Em? Hon 


are terms that take account of the interaction of the m-th "particle" with all the others. 


Averages over the particles within ANS. (m=1, 2, ..., M) are taken as the initial 


conditions. In this it is assumed that during the time 0 < t < T the active particles in the 
volumes AV ny act as a unit; this is a permissible assumption for finite T (the particle 


transit time) and for sufficiently small AV, when long-range interactions predominate 
over short-range within AV, The permissible size of AV. depends on the coefficients /6 
and on the spread of the initial velocities in AV a It is determined by the convergence 


of the solutions of Eqs. (1) for an additional decrease in AVin [1]. 


The effect of near collisions of the i-th and j-th particles is excluded by the 
introduction of a "protective cube", the dimensions of which are determined on the basis 
of an experimental analysis or the following simple considerations, Let the scattering 
of a particle with charge Z by particles with charge e. be expressed by the well-known 


Rutherford formula and the scattering force is 
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a "protective cube" size of the order of ry [2]. 


As an example let us consider a constant-current electron beam, moving in space 
with a uniform electric field Eo = const, E.9 = 0, E50 = 0 for Zy < & < L. It is simu- 


lated by "large particles"'", emerging from the slit in time At, whose charge is 
q =] (J At, Vio (tJ = Vo; th =t> + (k-1) At, Z 10 (td =Zo- 


Let us assume that at the bh instant of time one "particle'' emerges. When Zan? L, 


the "particle" no longer needs to be considered, Then the equation of motion will be 


: i 

Zm= AglE + E.1,,): E eim* - Iz 3" (2) 
ifm me 
Hel Deeg Re Rel, 2, see K, 


where A i a ;e is the electron charge and m is the electron mass; c is the velocity 
cm, 
of light; 0 = z(t) = L; OL is the field-filled gap; differentiation is with respect to ct. 
In the process of solving (2) the particles are accumulated in the intervalOL; At 


is selected from trial calculations, Each particle is surrounded by an €&-region to 
exclude collisions, 


Graph of p(z): 


1-forI=I1,, 2 -forI=6I 


0° 0? 3 - for I= 91). 


To calculate the charge density p with 1% accuracy it was found adequate that 
M = 300, Act =3; Vy was taken equal to 0.01c and L = 10 cm. The figure shows the 


distribution p(z) at some instant of time. It is not hard to see that as the current in- 
creases, p(z) becomes more and more nonuniform and fluctuations appear, caused by 
Coulombic interaction. 
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TWO-DIMENSIONAL PROBLEM OF THE BEHAVIOR OF A 
CLOUD OF CHARGED PARTICLES IN A MAGNETRON 


K. A. Vedyashkina, G P. Prudkovskiy 
ABSTRACT: Application of the PIC method to behavior 
of electron beams is discussed. 


Magnetron design by computer is now possible (see [1]). This paper considers the 
self-consistent motion of a large number (of the order of a thousand) of charged particles, 
representing electron beams. 


In this paper the analysis is applied to the nigotron type of continuous—operation 
oscillator [2, 3]. 


The interaction region is a rectangle which is subdivided by a constant-interval 
gridwork for calculating the space-charge field by the "average-density" method [4]. 


The charge density p(x, y, t) is calculated from the disposition of test particles at 
the end of a time interval At and determines the field acting on the particles during the 
subsequent interval. 


The equations of motion can be written in the following form: 


j -A.(E,-<H, ); (1) 


the time is in length units (ct instead of t). 


Let us examine E = Eo +E ,* E p° We assume the d-c field is uniform Eo = 


u 
Foy =~ 2. » where u, is the anode potential and d is the width of the active space. 


Such an approximation is permissible for a one-row negotron in which the cathode is 
continuous, as in the normal magnetrons., 
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In the high-frequency field let us isolate one spatial harmonic (see [2] ) 


Fy. = E, shaveosgtx —vyt): (2) 


E ay E, ch gy sing(x —u,0). 


where g = = , vV., =Cc/A, f=1 cm is the period of the system. 


ph 
The space-charge field E p is determined by the potential, for which 
Ab(X,v,t) = -dnp(x,y,t), (3) 
with @ = 0 for y = 0 and y =d, 
@(t,v,t) = @ (x+T,y, t). (4) 
The magnetic field is uniform (A, =H). 


The portion of the cathode emitting into the nigotron is small: 6xb (bis the 
system dimension along the z-axis). In each time interval k particles, equidistant from 
the x-axis over the segment 6 (6=0.2727, b=102Z), are emitted simultaneously. 

Let us examine possible ways of solving the equations of motion, The method 
recommended in [1] uses a special form of Eqs. (1). The Eqs. (1) are written in 
complex form 


z+iw,z-=AoE, (5) 


where Wt Aji; Z=Xt+iy; E= Ey + iE V3 


we find 
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Assuming E(¢ ) = E(t p) (p is the interval number) in At, we obtain 


y e 
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Besides the analysis in accordance with the scheme given, the equations were also 
solved by the Runge-Kutta method. 


Let us compare the errors in one interval At of the analysis. According to the 
method of [1] 
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Thus, both errors are of the order of At®, Sample calculations showed that both 
procedures require the same amount of time to calculate trajectories with the same 
interval, The interval, required for the calculation, was selected from a comparison 
of the results; it must not be greater than T,/50. For the calculations it is recommended 


that an interval be taken such that a particle passed through, on the average, one cell of 
the point lattice. 


The calculation of the space-charge field is based on solving Poisson's equation in 
finite differences. For the i, j lattice element we have 


rs ama ae ae me aed j-1 =—{-- 9 
ay iit nana) (9) 
where T = a > h= ot. p; = 5 > M is the number of elements along the 
N b ] M 3 > j 4hTb +) g 


x-axis; N is the number of siomeues along the y-axis; m, . is the number of particles 


in four rectangles surrounding the point (i, j). The bie of the test particle is chosen 
from the condition 


1, at = qk. (10) 
The boundary conditions are 
Tope n “Sy Peg Ty aps (11) 


The field is determined by solving a set of Nx M linear equations. In [1] the 
potential is represented in Fourier series. In our work we used the Seidel iteration 
method, which is suitable for this problem because the values é. ae obtained in the 


previous interval and differing from the desired values, are ‘akon as the zero approxi- 
mation, Therefore the iteration process converges quickly. The field components can 
be found from the formulas 


a aes is (12) 
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The calculations were performed on a BESM-6 computer. To ascertain the param- 
eters required for the analysis the trajectories were calculated for different numbers of 
particles and different numbers of lattice elements. It is found that a 15x30 lattice is 
adequate for a current I, = IL and u, = 20 kV; at least 6 particles must be emitted during 


the interval At = T , /60. For a higher current, as seen from Fig. 1, there is an 
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appreciable difference between the trajectories plotted for 15x 30 and 30x 60 lattices. /16 
At 5 amperes the character of the trajectory is altered qualitatively when one goes over 
to the more precise solution, 


It should be noted that the effect of the space charge is a slowing of the drift of 
particles to the anode. Characteristically its effect is to reduce the amplitude of the 
cyclotron oscillations, In Fig, 2 the particle coordinates are shown for a fixed instant 
of time. They form the typical magnetron tongue, Figure 3 shows the tongue for a cur- 
rent that is four times higher than in Fig. 2. The tongue "blowing-away" effect, described 
in [2], is clearly seen, Figures 4, 5 and 6 illustrate the change in anode and cathode 
current for different analysis parameters and for different emission currents. Figure 4 
shows current graphs ignoring the space charge for 6 and 12 particles emitted during At. 
An increase in the number of particles causes a flattening of the graphs. It is significant, 
however, that a simple averaging of the oscillations gives the same effect. 


In Figs. 5 and 6 the currents are 3 A and 5 A, respectively; graphs are given for 
different analysis parameters. As the analysis is refined, a splitting of the cathode- 
current maximum is observed. The calculation time amounts to 45 minutes (30 minutes 
when interaction is ignored) for 10 T , Periods (600 time intervals) for an emission of 


12 particles/At and a 30x60 lattice. 
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Figure 5. The Dependence of LA, on t for Le 3 A for 


k = 6, 15x30 lattice; k = 6, 30x 60 lattice; k = 12, 30x 60 
lattice. 


This paper is methodological in nature. The calculations in accordance with the 
program formulated indicated the possibility of studying the physical processes, 
occurring in a magnetron-type oscillator, with the aid of a BESM-6 type computer. 
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Figure 6. The Dependence of L/L, on t for I=5A for 


k=6, 15x30 lattice; k = 6, 30x60 lattice; k = 12, 30x60 
lattice; k = 24, 30x60 lattice. 


The equations of motion were integrated by the Runge-Kutta method, the Poisson equa- 
tions — by the net-point method using the Seidel iteration method. The necessary analysis 
parameters are calculated. Satisfactory results are obtained for the simultaneous motion 
of 2000 particles and a calculation of the field from a 30x60 lattice of points. Doubling /18 
the number of particles makes it possible to explain the more subtle effects in the current 
relationships. Calculations show that a consideration of the higher harmonics of the d-c 
and high-frequency field does not increase the volume of the analysis too drastically. 

This makes it possible to proceed to a study of actual double-row nigotron designs. 
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INVESTIGATION OF THE PARTICLE-IN-CELL METHOD 


V. V. Yurchenko 


ABSTRACT: This paper discusses light computational schemes 
of the PIC method, as applied to supersonic flow of a gas. 


1, INTRODUCTION 


In recent years, many papers have been written devoted to many variants of the 
method of "large particles" [1-5], in particular, for the solution of hydrodynamic prob- 
lems by the particle-in-cell method [1, 4-8]. This method was tested by F. H. Harlow 
in 1957 [1], was published in a final edition in 1963 [7], and was further developed by 
co-workers at the Los Alamos Scientific Laboratory. During these years, he suc- 
ceeded in solving numerous interesting physical problems. However, a detailed des- 
cription of the method has not been openly published. Therefore, attempts to repeat 
the solution have encountered serious difficulties. The necessity has arisen for a 
more painstaking investigation of the particle-in-cell method in order to clarify its 
theoretical details. 


2. DESCRIPTION OF THE METHOD 


The particle-in-cell method is connected in a natural manner with various approaches 


to the solution of the hydrodynamic problems of Lagrange and Euler. 


As we know, in Lagrange's representation, a liquid is partitioned at the initial in- 
stant of time into finite zones. Deformation of the network of zones in the course of time 
is connected with the motion of the liquid, which depends on a given numerical method 
for solving the differential equations of hydrodynamics. This technique exhibits a high 
degree of accuracy and is convenient for the solution of nonstationary problems, It 
enables one to follow the motion up to and including the fine structures of the flow. How- 
ever, this approach has its defects, the most significant of which is its inapplicability in 
cases in which the medium undergoes strong deformations, large relative displacements, 
or is subject to other factors leading to a strong distortion of the original network. 


In Euler's representation, the liquid flows through a network of finite-difference 
cells that is fixed relative to a stationary (laboratory) system of coordinates. An im- 
portant advantage of Euler's approach is the ability to calculate the motion of the liquid 
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under strong deformations and large relative displacements. But even this technique has 
a number of defects such as the difficulty of determining the fine structure of the flow, 
the difficulty of calculating the interfaces of the media, etc. 


The particle-in—cell method is one of the attempts at combining these two different 
approaches, keeping the best characteristics of each. In calculations made with this 
method, the region of the solution is partitioned into Eulerian cells that are stationary 
with respect to the observer. One introduces a Lagrangian network of particles repre- 
senting the elements of the fluid moving through the Eulerian network, The Eulerian 
network then describes the variable fields of flow and the Lagrangian network describes 
the parameters of the fluid itself, Obviously, the use of the two networks presents high 
requirements on the operating speed and memory of a computer. One should note the 
great graphic obviousness of the method, whichis close to an analogy between the calcula- 
tion and actual experiment (we impose initial and boundary conditions and then need only 
observe the development of the process). After each cycle, the result determines the 
real flow of the fluid at the corresponding instant of time. This fact points out the broad 
possibilities of the particle-in-cell method, especially in the solution of nonstationary 
problems with strong deformations of the flow. 


In calculations made by the particle-in-cell method, the medium is represented in 
the form of discrete point masses, that is, particles moving through the Eulerian network. 
Here, the mass of an individual particle does not change. This makes it possible to elimi- 
nate from the complete system of hydrodynamic differential equations the equation of con- 
tinuity, expressing the law of conservation of mass, Calculation of the change in the 
pattern of the motion of the medium involves time steps, or cycles, A cycle occupies a 
time interval dt. Each cycle is broken into two stages. The first stage involves the cal- 
culation of the flow of the fluid in Euler's representation. In this stage, the position of 
all particles is considered completely fixed. Therefore, in a system of equations de- /21_ 
scribing the motion of an ideal fluid, the terms reflecting the displacement of the medium 
are omitted, and the system takes the following form 


gradP; _ ie Ediv Vv, (1) 


where I is the specific internal energy of the medium. The result of the calculations at 
the Eulerian stage is the determination of the preliminary new values of V and I at the 
end of a cycle. At the Lagrangian stage, one considers the motion of particles during 
the time 6t of the same cycle. This stage takes into account the displace ment of the 
medium. In the course of the motion, the particles transport their energy and momentum 
from one point in space to another. As a result of this redistribution of the masses, 
energies, and momenta, there will be a new change in the fields of the velocity and 
internal energy. The new values obtained for the fields of flow and the parameters of 

the fluid will describe a motion of the fluid at an instant of time corresponding to the 

end of the cycle. 


At first glance, it may appear that the particle-in-cell method does not yield a stable 
solution since any solution of the system (1) other than that of undisturbed flow is ex- 
plicitly unstable. However, aS was shown in [8], the redistribution of the energy and 
momentum at the Lagrangian stage is equivalent to the addition of a number of terms in 
the equations of the system (1), some of these terms corresponding to the effective 
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viscosity and thermal conductivity. This explains the stability of the solutions obtained 


by the method. 


3. THE BASIC COMPUTATIONAL FORMULAS 


In the present article, the particle-in-cell method is applied to a specific problem 
of supersonic flow of an ideal gas around a cylinder, the axis of symmetry of which is 


directed along the incident flow. The region of the solution (see Fig. 1) is partitioned by 


means of a rectangular Eulerian network into IxJ cells, Since the problem is axi- 
symmetric, it reduces to the two-dimensional case, and the cells of the Eulerian net- 
work are annuli of rectangular cross-section, Each cell (i, j) is characterized by the 


following variables: 


u. .andv. . 
1, J 1, J 
M. 
1, Jj 
lL . 
1, j 
Pp. 
1, J 
E, 
1, J 
Kz. .and Kr. 
> J 1, 


For each cycle, the initial conditions are the distribution of the particles and the 


values of the quantities M. 


1 


the components of the rate of flow in the directions z and r; 


the mass of the gas 


the specific internal energy of the gas; 


the pressure; 


in a cell; 


the total energy of the gas; 


the components of the momentum in the directions z and r, 
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Figure 1. The Region of the Solu- 
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[22 


The system of equations (1) that describes the Eulerian stage of the calculation 
becomes, in cylindrical coordinates 
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where P. . is determined from the equation of state and V; i is the volume of the 


(i, j) cell. 
When one specifies the boundary conditions for P, u, and v, one completely deter- 
mines the system (3) - (5). The solution of this system yields u, ; v; and I, ;" 


These are the tentative new values of the corresponding quantities. The boundary condi- 
tions are determined by the laws of conservation of the total energy of the system and 
the momentum. The question of the choice of boundary conditions will be examined in 
detail below. The Eulerian stage in the calculation ends with this. 


Before turning to the Lagrangian stage, we need to carry out some supplementary 
operations. Specifically, we need to calculate the tentative total energy and momentum 


for each cell 


~2 ~2 
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At the Lagrangian stage, the displacement of particles is calculated in accordance 
with the values of u, . and v, found during the cycle time dt. As a result of this 


bd 9 
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(23. 


displacement, the coordinates of the particles change. Here, a particle can either re- 
main in the same cell from which it began its motion, or shift.to another cell, or com- 
pletely leave the region of solution through the open boundary. Each k-particle that begins 
its motion in the cell (i, j) takes with it a mass m,, and (in proportion to that mass), an 


amount of momentum and energy: 


Depending on where the particle is as a result of the displacement, the quantities Kz, 7 
Kr, ; Ey . and M, j do not change if the particles do not cross the boundaries of the 

cell (i, j) and they i etes by an amount (7) if they do (in which case M, j changes /24_ 
accordingly). If the particle is in a new cell, then the quantities (7) and m, are added to 


the corresponding quantities of that cell; if the particle leaves the region of solution, 
then (7) and m, are "removed" from the system, With this redistribution of mass, 


energy, and momentum, the total change in them for the entire system is exactly equal 
to their flow through the open boundaries of the region of the solution. Integration of the 
motion of the particles can be done in various ways, which will be examined below. 


As a result of the displacement of the particles of mass, the total energy and momen- 
tum in the cells assume, in general, new values 


AM. E’., Kz.. Kr... 


byj ” $9] 


These values completely determine the field of flow at the end of a given cycle: 


; Kz; sti Kr, , 
aj Mi by] M; (8) 
a EL _ Wii . Ui 
&,j Mi 
Thus, the values M: 7 Wi ;? Vie ; and Ti 5 obtained as a result of calculations in 


the Lagrangian stage ante the solution of the problem for the corresponding instant 
of time and they serve as initial conditions for the following cycle. 


4, THE CHOICE OF BOUNDARY CONDITIONS 


To specify the boundary conditions for the system (3) - (5), it is necessary to surround 
the entire boundary of the region of the solution with a number of fictitious cells as indi- 
cated in Fig. 1. The specification of P, u, and v in them will then completely determine 
the system, 
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Our region of solution has, as one can see from Fig. 1, the following boundaries, 
each with a differing in physical meaning: 


OR, the incident flow, represented by the fictitious cells (0, j), where j =1, 
eoeoeg9 J; 


RB and Bj-ns the open boundary, represented respectively by the cells (i, J +1), 


wherei=1, ..., I, and +1, j), where j=j, +1, rae 5 


Oi,,, the axis of symmetry, represented by the cells (i, 0), where i=1, ..., ips 


fd Ng 
Aip> the vertical boundary of the body, represented by the cells Gi, + 1, j), where 
| ae eer are e jp: 
Ajmps the horizontal boundary of the body, represented by the cells (i, ip)» where 


isi,+i, e@ee9 i 


Furthermore, during stabilization of the gas flow, cells may be formed that are not 
filled with the medium. The determination of the quantities P, u, and v for such empty 
cells also calls for preliminary investigations. 


As one can see from [8, 7, 8], we can specify conditions on the boundary and in an 
empty cell in various ways. One combination or another was used in the above analyses 
of the physical phenomena occurring in the flow at the boundaries of the region and in the 
vicinity of an empty cell. Then, the momentum and energy of the entire system were 
investigated. The results are given in [7, 8]. However, in these last communications, 
there remains some arbitrariness and contradiction in the choice of boundary conditions, 


As a first approximation, we can obtain the conditions from an analysis of the 
momentum of the system and the total energy flow in the gas through the boundary of a 


cell, The change in the component of the momentum along the axis and the total energy 
of the gas in the cell (i, j) during time 6t are then as follows: 


When we uSe equations (3) - (5), these equations take the forms 


Vv. , ot ey 9 
4K2 4,5 Vig gaz (Pins Piet.) i 
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few ete 
Bf by] tf ee 
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The expression (10) can be written 
AE; Fy Pye Pay Frye 


where Fy: sing 


Iv 2re the total energy flows through the boundaries of the cell (i, j) 
(see Fig. 2): 


Fy ee at ley ee Ie tious (11a) 
fp = 4 ‘ig 2p, Mii i : ae vin) (11b) 
Fi: 4 vj ee ee AU ie ( os 13 7 (11¢) 
Fry = - 1 SP jay eg eh Mi ial 3) : (11d) 


Figure 2, The Cell 
(i, j) in the Eulerian 
Network, 
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Since the boundary values of P for equations (3) and (4) and equation (5) can in 
general be different, we need to note that the pressure in Eq. (9) and in the left-hand 
terms of the expressions (1la) ~ (11d) is taken from the equation of motion (8) and that 
in the right-hand terms of (11a) ~ (11d) is taken from the energy equation (5). 


Let us now look at the jth series of k cells (i, j),..., (i> j) and let us assume that 
cell (i, j) of this series is empty. Then, the total change in the momentum in these cells 
during time dt will be given by 


Bt F Liisi 
ae fo, .Y. Bel ys at 
AKz, = Kz; V (12) 


B=, 


i. _-P. 
Sipe ted Mgsh Peng 7 Phage 
5) y) 7 


-_ 


The first two terms in (12) are equal to the impulse imparted to the medium in the above 
series of cells by the forces applied to the boundaries of that series. The last term is 
the undesirable extra impulse that the empty cell imparts to the medium. It vanishes 


under the condition 


_p 
ae Nh _ ° (13) 


Let us now look at two possible variations of the boundary conditions for different bound- 
aries and an empty cell. 


1. Anempty cell. Suppose that cell (i, j) is empty. Since M, j = 0, the equations 


corresponding to that empty cell vanish from the system (3) - (5). The effect of the empty 


cell on the system can be eliminated by satisfying condition (13) and assuming that the 
energy flows into the empty cell from neighboring cells are equal to zero. This last 
condition is satisfied when the flows (11a) - (11d) for the cells adjacent to the empty one 
are equal to zero. Thus, we obtain the following system: 


Date =F; : 
= u; l,j sie oe 0 
by] 2 TO iabef  bsj : 

U. - + UG ; 

i+l,/ t+1,/ 
Deg ep ag 
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The solutions of this system yield all possible conditions eliminating the effect of the 
empty cell under the requirements mentioned above. These necessary conditions are 
as follows: for a solution of equation (3), it is necessary that 


P.. =0;  P - A, (14) 


i+1,/ =P 


where A is an arbitrary constant that can, in particular, be zero. Equation (4) can be 
solved under the unique condition 


P. >» =): (15) 


To solve equation (5), we need to satisfy only one of the following four combinations of 
conditions: 


P. mae Ps sy 0 ws, = Bp, - 0. (16a, b) 


1) 
Siggy Sigg > Erg Be, ale Ges) 


ve, 


2. The incident flow. The boundary conditions for the fictitious cell (0, j) can be 
obtained from two considerations, namely, the constancy of the parameters of the /28 
incident flow or the constancy of the momentum imparted by that cell to the system and 
the constancy of energy flow through the boundary. In the first case, the boundary con- 
ditions for equations (3) and (5) have, respectively, the following forms: 


Poop Ps uo. =V_. (17) 


In the second case, they can be obtained from the conditions of constancy of the momentum 
from (12) and the energy flow (11a): 


U,s+h : 
bt 1,] l,j Be 
29; tip, ees Pi 40.1) Viz Pa Moo 


Solution of this system yields the boundary conditions for equations (3) and (5), respec- 
tively: 


Pog 2 Pas (18a) 
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u 5; + u, P u - + U of 
oe 1,/ of iD 8 (V. as l./ Le} ) (18b) 


3. The openboundary. Let us look at the casei=I. In analogy with what was 
done above, we can obtain the boundary conditions for equations (3) and (5) in the 
fictitious cell (I+ 1, j) from an analysis of (12) and (11b). When we equate the second 
term in (12) to the momentum imparted by the external forces and equate the flow of 
energy (11b) through the boundary i = I to the flow of energy in the cell (I+ 1, j), we ob- 
tain the following system of equations for determining the boundary values of P and u: 


y. st ie ie. vy, 8tp 
Jaz y) I+1,j7 


7) - +H 
qT St {;f lyf 
atl, 9 +P), ra) V;3 Az EP ti as Es Oe 


From this we obtain the desired boundary conditions for equations (3) and (5), respectively: 


Preag 7 PLZ? (19a) 
obi Bhi (19b) 


For the open boundary j = J, the flow of energy (11d) through that boundary can, in 
analogy with what was done above, be equated to the flow of energy in the cell (i, J + 1), 
which yields the equation 


v. + Uv, \ \ 
ie i, J i, f A ‘ 
sacl, ah lp at), Pig v rasa (R SES). 


= —~A\ p. ; AP 
= Deas, 7. vi 7.y (RSF). 


The solution of this equation yields the boundary conditions for equation (5) on the 


boundary i = J: 
ke -1 
Vv. , +UD, 
On pee es 2 \y_ 
2 aa PA (20) 
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where vd J+1 


are not determined, 


are the boundary conditions for equation (4); in the present case, they 


4, Boundaries of the body. Let us look first at the vertical boundary i = Ine In 


this case, the boundary conditions are taken under the assumption that the flow does 
impart or remove heat from the body. This means that the energy flow (llb) is equal to 
zero. Thus, we have the following equations 


P. +P. ; 
7 bt tool tay tle) | | : 
J Az 2 LAS tpl? 


co or re ites Mie Phe 


From this we get the boundary conditions for equations (3) and (5), respectively: 


Pipthi . Pis sj (21a) 


Te type 22b 
Wipe bi = : , 


To determine the conditions on the horizontal boundary of the body j = jn from the same 


considerations, we equate the flow (llc) for the cell (i, je + 1) to zero and obtain 


U: - +U;: ; 
P. . et r 1 ! 2 -0 
ty} I 2 ‘jp | Pata a Zin a cian 


From this equation, the boundary conditions for the equation (5) on a horizontal rigid 
boundary assume the form 


Ue. roe | ae 
lsjart I tyj.,+ li bey 
jg, sonrieregronc thai eter, (23) 
~ \ =! I 7 Y Cy / r 
where the P, . are the boundary conditions for equation (4). Their determination re- 


i, j 
Aa 
quires the use of supplementary considerations. 
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5. The axis of symmetry. On the boundary j = 0, the flow behaves just as in the 
case of a rigid horizontal wall. Therefore, we can very simply use the results of section 
4, which yield as boundary conditions for equation (5) on the axis of symmetry 


: + V. 
40° 3" (24) 


where the P. are the boundary conditions for equation (4), which require additional 


i, 0 
investigation. 


Thus, we have found all the necessary boundary conditions for the system of equa- 
tions (3) - (5). It should be noted that in the approximation of the equations of hydro- 
dynamics by means of our system of finite-difference equations (3) - (5) with the boundary 
conditions (14), (18a), (19a), and (21a), the change in the momentum of the medium of the 
region in question is exactly equal to the momentum imparted by the forces acting on the 
boundaries of the region (we are considering the momentum and the change in momentum 
along the z-axis). This total change in momentum can be obtained by summing (12) with 
respect to j, taking into account the external forces that we specified a priori, when 
deriving the boundary conditions. This change will have the form 


; J] Et 
aK, =P J? (an? "et 2 EP mF Vi ws Py; (25) 


As we can see, the expression depends only on the external forces. 


It follows from the law of conservation of energy that the change in the energy ofa 
fluid in the region of solution under consideration during this time must be equal to the 
flow of energy through the boundary of the region. It is necessary to check whether or 
not this condition is satisfied for our approximating system of equations (3) - (5), with 
our boundary conditions. To investigate this, let us look at the three nonempty cells 
(i, j), G-1, j), and (i, j +1). Obviously, this flow of energy from the cell (i - 1, j) into 
the cell (i, j) must be equal to the flow of energy into the cell (i, j) from the cell (i - 1, j). 
This holds also for the cells (i, j), and (i, j + 1). These two conditions can be written in 
the following form: 


F ‘yj «-F pots : ane ia {> aE ag iy / ? (26) 
where F, ‘3 is the flow Fy (see Fig. 2) for the cell (i, j). If conditions (26) are satisfied, 
then, in the summation of ‘AE, . (10) over the whole region (which does not contain /31 


empty cells), the saanoaponding flows will cancel each other pair-wise and there will 
remain only flows of energy into the region through the external boundary; that is, the 
law of conservation of total energy will be satisfied. Conditions (26) for the system of 
equations (8) - (5) have the following forms: 
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a. (27a) 
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where Pp”) , for example, denotes the pressure ascribed to cell (i, j) when equation (3) 


is solved. This partition is necessary Since it is possible to ascribe various values of 
the parameters P, u, and v to a cell during the solution of the individual equations of the 
system (3) - (5) (as was done in the derivation of conditions (14) and (16a) - (16d)). 


Equations (27a) and (27b) are valid, as one can easily see if and only if 


( 3) (S) (3) ( 4) (5) { 4) (3) 
i Pp. i aP . 
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Since (27a) and (27b) are written for any three cells, the preceding equations can be 
generalized as follows: 


( 3) ( 4} {5) 
ie = ae, Pi > (28a) 
é ee oe (4) (28b) 
oo. So bar oa Meee 7 (5: be: Vii + Vie) 
igi go fe) ie lea 


Conditions (28a) and (28b) mean that, for exact conservation of the total energy, the /32 
parameters P, u, and v in an arbitrary interior cell of the region must correspond 
uniquely to that cell. Therefore, henceforth we shall not distinguish between them, It 
follows from condition (28b) that, in approximating the energy equation by means of the 
finite-difference equation (5), the law of conservation of energy cannot be satisfied. 
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Equation (5) must be replaced with 


ed 


ling Ui nip, | Mists 7 Minn) 
bf a os] 2A2 
a : 1 ~ j 3 (29) 
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We now find the boundary conditions for equations (3), (4), and (29) under which the 
momentum and total energy of the system are conserved. 


6. Anempty cell. Suppose that cell (i, j) is empty. Then, after summation of 
AE, j over the entire region, the energy flows between the interior cells will cancel 


each other pairwise. In the empty cells (i, j) the flows of energy into the empty cell, 
which in the summation yield 


Fi i~1,;° F 4 Inj ” Marigot 1 Pivisi-t ° 


remain uncompensated, If we make this fictitious energy flow equal to zero, we obtain 
the following equation for the conditions in an empty cell: 
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When we take account of Eq. (13) in Eq. (32), we obtain the following two variants of 
conditions in an empty cell when the total energy and momentum are conserved: 


Pej = 0; Pial,/ = Pai ’ Piai+ , Piyi-t @3a) 
Here, u; and v, ; can be arbitrary; 
P iyf 0; ee ~ Pi j Vay ae (33b) 


A e 
Here, u, , can be arbitrary. 


If, in addition to condition (32), we require that the flow of energy into the empty 
cell from each adjacent cell be equal to zero, this imposes the supplementary require~ 
ments on the parameters of the flow in the empty cell: 


P,, u fi 
tej a oe Oe TS iy = 0; 
A A 
Pei ares oy, + i+1,/ aig =): 
ad aA 
en } ae : 2 
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(33¢) 


(33d) 


where A is an arbitrary number, 
31 


7. The incident flow. The boundary conditions in a fictitious cell (0, j) are obtained 
in analogy with (17) and (18a), (18b). From the condition of constancy of the incident flow 


Poi 3 Ps a -= Vo, (34) 


and, from the condition of constancy of the momentum 


P = °P - Pay: 
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ia (Vo — u l, a 
i] 


Aa 
= WU +2 


u 
0,/ 1,/ 


8, The open boundary. Conditions on the boundary i =I are obtained in a manner 
analogous to the way we obtained (19a, b). In the present case, they give the following 
expressions for P and u in the fictitious cells (I+1, j) 


Prete j =P, 5 “Wry; aad 9 (36) 


for j = J, similar to (20), the boundary condition of equation (29) will be 


p - I 

. + 2 a 

Vitel - 8 | (-s2\( pp ) ° (37) 
tg J+ ; 


9. Boundary of the body. It is obvious from conditions (21) - (23) that, in the 
present case, the boundary conditions for equations (3) and (29) oni = i, will be 


aA A 
foe . 


Pept hei je ip rug = Bip? (38) 


on j = jp the boundary conditions of equation (29) take the form 


Pp. 
A aA by j ’ 
U. - =—-D.-; | a ee reece ee (39) 
9s 7 ai’ I ios 
ry i | ‘sft t ( of re 
where P, . is the boundary condition of equation (4), the choice of which shall be made 


> Imp 
later. 
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10. The axis of symmetry. In analogy with (24) the boundary condition of equation 


(29) on the boundary j = 0 will be 


a 
Vv = sg 


v Ls 
50 ~ ” by) 
: 5 P iy 


where P, is the as yet undetermined boundary value of P of equation (4). 


, 0 


Po (40) 


Thus, we have looked at two distinct systems of finite~difference equations approxi- 


mating the equations of hydrodynamics, and we have found the possible variants of the 
boundary conditions for these systems, 


It should be noted that, in the approximation of the equations of hydrodynamics by 
means of the system (3) - (5) with the appropriate boundary conditions (14) - (24), the 
momentum of the fluid along the z~axis is conserved. The flows of energy in the region 
of an empty cell and on the boundaries of the region in question have a completely de- 
fined meaning. When one uses the approximating system (8), (4), (29), the total energy 
of the fluid is also conserved. 


We can remove any remaining ambiguity in the choice of the proper variant of 
boundary conditions (from the initially equally-likely possible variants found above) if 


we also investigate the physical phenomena in the vicinity of an empty cell and at the 
boundary of the region, 


5. THE COMPUTATIONAL SCHEME 


1, Choice of initial conditions of the problem. 


Let us look at the initial conditions of the problem. They can be specified in different 


ways, depending on the process that we need to investigate. In the present article, we 
are primarily interested in investigating the method itself rather than any particular 


physical problem, Therefore, with an eye to saving machine time, we pose the problem 


in the following way: A cylinder that is motionless with respect to the medium under a 


specified pressure en and density Pon achieves instantaneously a velocity Vee along the 


axis of symmetry. In this problem, we observe the onset, development, and stabilization 


of a shock wave, 


Figure 3. The Initial Distribution of Particles in 
the Cell: a) n=2;b) n=83, 
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First of all, we choose the dimensions of the region of solution Z and R and the 
position of the cylinder in it, Keeping in mind the required accuracy of the solution and 
the possibilities of the computer, we then choose the Eulerian and Lagrangian networks. 
The dimensions of the Eulerian network are (I + 2) x (J + 2) with consideration of the 
fictitious cells. The particles of the Lagrangian network at time = 0 are distributed 
uniformly over the region, Therefore, it is convenient to put initially n? particles into 
each cell (i, j), wheren=1, 2, 3, ..... Examples of such an initial distribution of the 
particles are shown in Fig. 3. 


The initial conditions of the problem are as follows: a description of the particles 
(the kth particle has a definite mass m, and coordinates z(k), r({k)) and a description of 


the Eulerian network [each cell (i, j) is characterized at time = 0 by the quantities 
M,; ; I, ; u, j and V5 .]. Since the density of the incident flow p a is uniform, the 
m,. will depend, in the axisymmetric case, on r(k). 


A 
mp, = oo oP a rArazr” ; (41a) 
pk) _ 2tn oR ar,where k= 1,..., Ju: (41b) 
(Ay 21 ! az, where |= 1,...,[In; (41¢) 


where Az =Z/I, Ar=R/J. 


In the description of the Eulerian network, M, j is the sum of the masses of the 


particles in the cell (i, j). Therefore, at time =0 
Mii Be nazar" -}}. (42) 


The specific internal energy corresponding to the cell (i, j) at time = 0 is determined 
from the equation of state of an ideal polytropic gas 


P (43) 


| een 
Fe CY -D 
The velocities in the cells conform to an undisturbed incident flow: 


Nii = v.28 U ij = QO. (44) 
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Formulas (41) - (44) completely determine the initial conditions of the problem. 


2, Description of the Computational Cycle. 


1. Determination of the pressure. In the first step of each cycle, the pressure in 
each cell is determined from the initial values M, P and I j which depend on the selected 


equations of state. In the present article, the equation of state was taken in the form BT 


P-. sly - 1) 


from which we get the pressure in cell (i, j): 


M, : 
a of _ bs 45 
P ij 7 Vij lj Cy ), : 
where V; ; is the volume of the cell: 
7 2/. 1] 
Vii = 2nAz(ar) ( -4). (46) 


We note that the pressure in an empty cell, which is found from Eq. (45) automatically 
vanishes, From these values P. . is determined in a neighborhood of an empty cell, and 


also in the fictitious boundary eetis. from one of the variants of the boundary conditions 
(14) - (24) or (33) - (40), depending on the finite-difference equation that is chosen to 
approximate the energy equation. 


2. Determination of the tentative new values of u u, Vv, andi. From the values P, 


1, 


found in the preceding step, we determine the tentative new values of. ij and v, 
9 + 
in accordance with (3) and (4): 
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It should be noted that the preseure in the fictitious cell (i, +1, j) assumes different 


values in the calculation of u; ; jy and v; i In the first case, it is treated 
typ 


e + 1° 
ame 
as the vertical boundary of the body and in the second as the horizontal boundary, For 
an empty cell, Us ; and v; = have no meaning and can be arbitrary. For the sake of 


definiteness, they were aien equal to zero. 


From the values of uy . and v, - that we have found, we determine the velocities in 


the fictitious boundary cells in mebonatune with one of the variants of the boundary con- 
ditions (16) - (24) or (33) - (40), after which we determine the new tentative values of 
Ey . from (5) or (29). These yield, respectively 
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Vy u by] Az 
(49a) 
or 
5 P.. fu ue, 
[, «l, , -8tzadan (i-3) ee betes 7 Minus , 
‘ 2TM jj az (49b) 
In an empty cell, T, . is taken equal to zero. For cells inside the body, we cannot make 


calculations from (27) -,(49) because of the instability of equations (2). The tentative new 


values of E i Kz. i’ Kr, j are determined from (6) on the basis of the values found 
for u. .» Vs. . and ... 
i, j 1, Jj 1, J 


3. The motion of the particles, At this step, we integrate the equations of motion 
of the ‘particles. As calculations on a computer have shown, the integration does not 
require a high degree of accuracy and for it Euler's method is quite sufficient: 


k k) rn” 
Ped 2") 


(50) 
(kK) ” 


36 


where Ar = et/n' and Ar is the integration interval. The velocities uy and Yq are 
determined by means of the velocity field u, j and v; ° The simplest procedure is to 
determine u_ and va only from the values of the velocities in the cell in which a particle 


is at a given instant, that is, 


ght ap ag ne (51) 


Here, 


A 


es ( (Ah) 
arny-D-r, 


4 2 ARs 


) ; * 
“cArey; azQl—1) <2 


If a particle is in an empty cell, it continues to move with the velocity it had in the 
neighboring cell, If the particle impinges on a rigid wall, it is reflected from it and the 
collision is assumed to be completely elastic. As a consequence of the collision, the £39 
component Wy and Yq corresponding to it changes sign [the corresponding component 
K (k) in (7) also changes sign ]. The axis of symmetry is now treated as a rigid wall. 
If the particle leaves the region, the integration is terminated and the characteristics 
of the particle m, z, andr are not stored in the memory of the computer. 


More accurate values of u_ and Vq can be obtained by linear interpolation of the 


values of u and v in the four cells closest to the particle. In this case, if 


a | (‘) a te aS ( k) ee 


~a& 


then, as one can See from Fig. 4, 
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where 


Figure 4, The Linear Interpolation of Velocities 
of a Particle (k). 


If one or more of these four cells are empty, then the values u and V in them are 
taken equal to the corresponding values of u and v in the cell in which the particle is 
located at a given instant, or in which it was located at time = 0 if it is in an empty cell 
at the given instant. On the boundaries of the region of solution, we chose the following 


conditions: 


Ifi=0, then 
(53a) 
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For i=JI, 


Wes, j =U), 55 Vie; = Up; 5 
7 ea . poe (53b) 
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At the upper open boundary j = J, we have analogously 
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If the particle is close to the boundary of the body or close to the axis of symmetry, 
then the values of u and v in the fictitious boundary cells were chosen from the condition 
of impenetrability of the boundary, that is, from the condition that the normal component 
of the velocity vanishes on these boundaries. This condition was satisfied in the following 


way: 
For i =n 
i. eee: er . sas Bey. «a 
pelel = iad Migets © Si psi (53d) 
Mipel jt 7 Mia jet? Vie tie. ~ ips rt! 
for j= Jp 
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for j = 0, we have analogously 
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If the particle began its motion iu the cell (i, j) and after a time 6t was in the cell 


(i‘, j), then the values of m, and (7) are taken from the values of M, ; Kz, ; Kr, j 
and E, j and they are added to the corresponding values in the cell (i', j'), or they are 


omitted from the subsequent solution when the particle leaves the region of the solution. 
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After the integration of the motion of all particles in the region in question, the 
entry of new particles through the boundary i = 0 was simulated. This is done by the 
introduction of nJ particles with parameters (41a, b, c) with 7 = 1 into the computa- 
tional schemes, Each of these particles bears a mass m,, into the corresponding cell 


(1, j). Also, 


The process of displacement of the particles and the redistribution of the mass, 
energy, and momentum between the cells of the Eulerian network is now terminated. 


As a result of the cycle of calculations, the values found for M, . and also ut 


, J 
vi ; tT j determined from (8) are the initial conditions for the next cycle. For empty 
cells, these quantities were taken equal to zero. 


The length of the cycle ot was taken to be 


| eo ee (54) 


As was pointed out in [1], in calculations according to the particle-in-cell method 
does not require satisfaction of Courant's condition 


LV 


mar 
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Furthermore, for very small 6t, it is impossible to obtain a stable solution. The value 
of 6t should now be chosen from the condition 


| ¥ }& ~AXx. 


War 
The calculations by means of the cycles described above were made prior to the 


stabilization of the shock. As was shown in [4], this occurs in the present problem after 
a time 


Cstap 7 ot Oe ’ (55a) 
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where d is the diameter of the cylinder, ais is the velocity of sound in the incident flow, 


and Mo is the Mach number of the incident flow, The number of the cycles until the 


stabilization is 


s (55b) 


a 2n 00 4 JM : 
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However, as calculations have shown, atf‘2r the stabilization of the flow, the values of 
its parameters in the cells continued to oscillate as a result of the fluctuation in the 
number of particles in the cells. Therefore, the values obtained for the individual cycle 
must not be regarded as the final result describing the stabilization flow. To smooth the 
oscillations in the values of the parameters of the flow, a simple averaging with respect 
to time was performed: 


‘ . 
= ) eae 

_($) S$ = Sstab ae 56 
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me M ee T ae are defined analogously. In the calculation of these quantities, 
9 3 3 
the possibility arises of making an additional improvement in the convergence of the 
solution. In certain trial computations, after t tab is attained, the average values of 


u me Vv a and I ee were taken as the initial values for cycle s + 1. 


and v 


Let us now look at the distribution of the machine memory during the time of the 
calculations. The stored values of the parameters for each cell in the Eulerian network, 
at various stages of calculation of a single cycle, are shown in the following table: 


TABLE 
MIiIuv - the initial conditions of the cycle; 
MiuvP - calculation of the pressure via Eq. (45) and the specification of 
its boundary values on the vertical boundaries of the region and 
ie of the body; | 
MiuvPu - calculation u, j from Eq. (47); . 
MiuvPu - the specification of boundary values of the pressure on the 


horizontal boundaries of the region and of the body; 


MiuvPuv - calculation of v; . from Eq. (48); 


MIuvPuv 


M'E'K 'K ! 
Z r 
Mt T' ut vi 


the specification of boundary values of the velocities on all 
boundaries of the region; 

calculation of I from (5) or (29); 

calculation of E, j and K, j from (6); 


integration of the motion of the particles; 


calculation of the final result of a cycle via Eq. (8). 
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As indicated in the table, each cell of the Eulerian network is described by no more 
than seven parameters simultaneously, and each particle of the Lagrangian network is 
described by no more than three parameters. The total machine memory needed is 
approximately equal to 


(2+ 2p + 2)7+ 3ntf: TJ(7+ 3n', 
where n is the average number of particles in a cell. 


6. RESULTS OF CALCULATIONS 


To make a comparison of the different variations in the method, we made several 
trial calculations. All the calculations were made on a BESM-6 computer. In all cases, 
we used the same region of solution (see Fig. 1) with the following parameters: R = 2m; 
Z=1.4m; and I= 14; J = 20; i,, = 13; j, = 10. 


The parameters of the incident flow were taken with the following values: y = 1.4; 
P op 7 0-132 kg + sec*/m/!; Pi, = 10332 kg/m?; Vin = 878 m/sec. These figures cor- 


respond to supersonic flow around an object with Mach = 2.03. 


The number of particles in a cell n? at time = 0 is equal to 4. They are distributed 
in the cell as indicated in Fig. 3a. Let us assume that the flow stabilizes after 
S stab > 100 cycles. The calculation was carried out to the 200th cycle. After the 100th 


cycle, the results were averaged over time. 


The undetermined boundary values of the pressure at the horizontal boundaries were 
taken in analogy with the vertical boundaries, that is, 


Ei oe te Ps J under conditions (20) and (37); 
PP. +. SP. 2 re | under conditions (23) and (89); (57) 


i,j, i, ip 
under conditions (24) and (40). 


In the trial solutions, the following questions were investigated: the development 
of a shock wave, the form of the stabilized shock wave in comparison with the experi- 
mental data of [9], the behavior of the field of flow after stabilization of the shock wave. 


The shock wave was determined from the break in the streamlines and from the 
discontinuity in density. From the increase in the density, one can determine the cell 
through which a shock wave passes and one can determine its position in that cell by a 
linear interpolation from the values of p in neighboring cells. Thus, if the shock wave 
is in cell (i, j), its coordinates were determined in the following way: 


r-ar{j ~1); ~e acti. ithe — Pee : (58) 
; Cp a 
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Investigation of the method was done according to the following schemes: 


Scheme 1, In this computational scheme, the equation of the energy was taken in 
the form (5). For boundary conditions, we used P, u, and v, as determined by (14), 
(16a), (17), and (19) - (24). The velocity of the particle was determined from (51) 
without the linear interpolation (n' = 5 in (50)). 


The development of a shock wave is shown in Fig. 5. Calculations have shown 
that even in the first steps there arises a back flow in front of the body. Because of 
this, the wave propagates rapidly along the flow. On the boundary of the collision of 
the ra and as back flows, there is a concentration of particles. The determina- 
tion of ws and vi ) from (51) artificially retards the stabilization of the flow in front 


of the body and it Teads to subsequent concentration of particles on the boundary between 
those cells in which the velocities are directed toward each other. From this boundary, 
the disturbances are distributed upward along the flow, as if bounced from a rigid wall. 
The shock wave at the 60th step leaves the region of the solution. During the same time, 
more empty cells appear in front of the body. This leads to high pressure gradients, as 
a result of which the particles achieve high velocities and, after several cycles, the 
flow pattern is completely distorted. 


Scheme 2. In this computational scheme, an attempt was made to decrease the 
concentration of particles in the region of the shock wave, keeping unchanged the other 
computational equations of scheme 1. For this, the following restrictions were imposed 
on the velocities of the particles: 


icp S05. Wee 20s (59) 


If, as a result of solving equations (38), and (4), one of the components of the velocity in 
the cell (i, j) turned out to be negative (for example, suppose that u. i,j <0), it was 
taken equal to zero. Here, T, i was increased by an amount M, 4 a, ;/? in order to 
conserve the total energy of ihe gas in the cell. 


The results of the calculation are shown in Fig. 6, where the dashed curve indicates 
the shock wave obtained experimentally in [9]. In this case, the disturbances are propa- 


gated upward along the flow more slowly. For s = 60, the shape of the shock wave is close 


to the experimental one. Up to s = 100, the wave remains in the same region but no 
stabilization occurs. The effect of imposition of the restrictions (59) which violate the 
condition of conservation of momentum along the z-axis, begins to be felt. In this com- 
putational scheme, neither momentum nor energy is conserved. Beginning with s = 60, 
the wave is deformed, It is shifted toward the body at the axis of symmetry. The entire 
front of the shock wave is then distorted. Its position for s = 100 is shown in Fig. 6, 
With subsequent calculations, the shock wave continued to be adjacent to the body along 
the axis of symmetry whereas, along the boundary i = J, it is displaced slowly upward 
along the flow. With time, the flow pattern becomes more and more distorted. By the 
instant s = 80, the parameters of the flow behind the shock wave reach their stable 
values but the oscillations increase with the passage of time. The numbers in Fig. 6 
indicate the deviations (in percentages) of the parameters of the field of flow from their 
average values at the corresponding points of the region of the solution. 
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Figure 5, Results of the Figure 6. The results of 
Calculation in Accordance Calculation According to 
with Scheme 1: - - - - - , Scheme 2: - - - -- , Posi- 
Position of the Shock Wave tion of the Shock Wave as 
as Determined by Experi- Determined by Experiment 
ment in [9]; » (1), [9]; » (1), (2), (3), 
(2), (3) the Position of the (4) the Position of the Shock 
Shock Wave at Instants Wave for s = 20, 40, 60, 100. 


s = 20, 40, 60. 


Scheme 3. In contrast with the two preceding schemes, the total energy of the 
system is strictly conserved in the case of this scheme. This is done by taking the 
equation of the energy in the form (29) with boundary conditions (33c), (34), (36) - 


(40). 


In this case, the shock wave develops even more slowly. It attains a stable position 
only by s = 80. Furthermore, just as with scheme 2, it begins to be deformed, Its 
position for s = 100 is shown in Fig. 7. However, these deformations are insignificant 
and the shock wave remains at all times in a neighborhood of the experimental curve. 
The oscillations of the parameters of the flow behind the shock wave decrease to about 
one-half, The calculation time to the instant of stability of flow is 5 minutes. 


Scheme 4, In this computational scheme, we investigated the influence of the 
method of determining uf) and vi) . All the equations and boundary conditions were 


the same as in scheme 1 except that we made a linear interpolation of the velocity from 
(52) instead of (51) in the calculation of the displacement of the particles. As before, 


we took n' in (50) equal to 5. 


Just as in scheme 1, there again arises a back flow in front of the body. Up to the 
instant s = 100, the shock wave jets in the neighborhood of the experimental curve but, 
in contrast with the scheme 1, its position is stable. With subsequent calculations, the 
form of the shock wave is not deformed, and all the distortions that occur at s = 100 
are subsequently smoothed. 
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The results of the calculations are shown in Fig. 8. 


The position of the shock 


wave at s = 200 was determined in accordance with (58) from the values of p averaged 


over the time. The values of the parameters of the flow behind the shock wave con-~ 


tinue to oscillate around some average value even after stabilization. The oscillations 


of the averaged values are damped. Here, the average relative error far away from 


the body amounts to 3%, which is only half as large as in scheme 3, Directly in front 


of the body, these errors are significant, just as before (their values are shown in 


Fig. 8). 


Scheme 5. In contrast with scheme 4, the equation of energy was taken here in the 


form (29) with boundary conditions (33c), (84), and (36) - (40). 


The results of the calculations are shown in Fig. 9. With such an approximation of 


Figure 7, Scheme 3, 


~~ --, Position of the 
Shock Wave as Indicated 

by Experiment in [9]; . 
(1) Position of the Shock 
Wave for s = 100; i 

(2) the Shock Wave from the 
Density Values Averaged 
with Respect to Time from 
s = 100 to s = 200. 


Figure 8, Scheme 4, 


~---, the Shock Wave as 
Calculated from Experiment 
of [9]; , (1) the Shock 
Wave for s = 100; , (2) 
the Shock Wave from the 
Averaged Values of p to 
the Instant s = 200. 


the energy equation, the shock wave sets in more slowly than in the scheme 4, By the 


instant s = 100, it still does not attain its stable position. The form of a shock wave 
found from the averaged values of the density s = 200 coincides well with the experi- 
mental one (see Fig. 9). The oscillations of the parameters of the flow between the 
shock wave and the body decrease vonsiderably. 


An attempt was made to increase the accuracy of the calculation by decreasing the 
interval of integration of the equations of motion of the particles, Figure 10 shows the 
results of the calculations according to the same scheme but with n' = 10. The relative 
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deviations of the parameters of the flow from the corresponding average values between 
the shock wave and the body decreased somewhat, As before, the position of the shock 
wave coincides well with the experimental position. The time of calculation up to the 
instant of stabilization of the flow with the n' = 5 amounted to 15 min and, for n' = 10, 


it amounted to 25 min, 
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Figure 9, The Results of Figure 10. Scheme 5, with 
Calculation According to n't=10: ---~-, the Shock 
Scheme 5 with n' = 5: Wave in the Experiment of 
----- , the Shock Wave in [9]; , the Shock Wave 
[9]; , (1) the Posi- from the Averaged Values of 
tion of the Shock Wave p for s = 200. 
for s = 100; , (2) 


the Position of the Shock 
Wave from the Averaged 
Values of p for s = 200. 


Scheme 6, Several calculations were made according to scheme 5 but with the 
addition of the restriction (59). 


The results of one such calculation are shown in Fig. 11. As it turned out, the 
restriction (59) was superfluous in schemes which included integration of the equations 
of motion of particles with linear interpolation of the velocity (52). Just as in schemes 
2 and 3, there is a deformation of the shock wave. Again, it is displaced toward the 
body at the axis of symmetry and it moves upward along the flow by the boundary j = J. 
The oscillations of the parameters of the flow behind the shock wave are somewhat 


stronger than in scheme 5, 


Scheme 7. Calculations in accordance with this scheme were made in accordance 
with the same equations and boundary conditions as in scheme 5. The initial number of 
particles in each cell was taken equal to n? = 9 and they were distributed in the cell as 
indicated in Fig. 3b. Here, the time 6t of a single cycle was accordingly decreased and 
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the number of them increased. The flow stabilizes after en ae 150, and the calculation 
was carried out to Senal 240. The time for calculation, in comparison with the cal- 


culation in accordance with scheme 5, increased by more than 300 %, 


Figure 11, The Results of the Figure 12, Calculation in 
Calculation in Accordance Accordance with Scheme 7: 
with Scheme 6: ----- »> the ee , Experimental Posi- 
Experimental Position of the tion of the Shock Wave from 
Shock Wave from [9],—..— [9]; —..— the Shock Wave 
the Position of the Shock Wave for s = 150; the Shock 
for s = 100; the Shock Wave from the Values of p 
Wave from the Averaged Val- Averaged over the Time for 
ues of p for s = 200. s = 240. 


The results of the calculation are shown in Fig. 12. In comparison with the results 
of calculation via scheme 5, the improvements are insignificant. The position of the 
shock wave is again in good agreement with the experimental position. The deviations 
of the parameters of the flow decreased somewhat from their average values in the 
region between the shock wave and the open boundary i =I, and between the wave and 
the body they remained approximately the same. The time of calculation to stable flow f50 
amounted to 70 min. 


Scheme 8. Calculations according to this scheme were carried out in the following 
way. Up to the instant of stabilization of the flow, the calculations were made according 
to scheme 5. Then, for every s> s stab’ the average values of u; S),¥ {s —e and 1 ‘s), 


1, 


in (56) taken as initial conditions foi the (s + 1) cycle. The eauatiens and Pounders con- 
ditions remained analogous to scheme 5. 


The results of the calculations are shown in Fig. 138. The position of the shock wave 
is in good agreement with the experimental position. After s = 100, the solution rapidly 
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converges. After 40 cycles, after stabilization of the 
flow, the deviation of the parameters from their 
averaged values does not exceed 1% over the entire 
region behind the shock wave except in a neighborhood 
of the stagnation point. Here, it should be noted that 
a significant increase in the accuracy for calculations 
in accordance with scheme 8 is achieved with hardly 
any increase in the calculating time. Figure 13 shows 
the streamlines corresponding to the time s = 200. 
The time of calculation to the instant of stable flow 
amounted to 10 min, and the total time of calculation 
amounted to 25 min. 


To illustrate this scheme, we calculated the flow 
around a cylinder for Mo = 2.91 and Mo = 4,35, In 


the first case, we set Ve = 966.3 m/sec, ip = 10, 


Figure 13, Scheme 8: 


M. =2.03: ----- , the ne 200, Se nal > 320; in the second case, 
Shock Wave from Experi-~ V__ = 1444,0 m/sec andi,, = 9. 
ree) ef hs 

ment [9]; —..—, the 
Shock pate re 7 a The remaining initial and boundary conditions 
variate Paine pa are analogous to the preceding case, The positions 

d Values of 0 for of the shock wave and the acoustic line obtained in 
ae a th the calculation according to scheme 8 for the given 
ai apenas e aa ictal values of the Mach number are shown in Fig. 14. 


Streamlines Correspond- 
ing to the Instant s = 200. 


2,0 ere ay A 


Figure 14, a) My = 2.91; b) My = 4,35, The Results of the Cal- 


culation According to Scheme 8: ----- the Shock Wave from the 
Experiment of [9]; the Calculated Shock Wave for s = 320; 
—..-— the Acoustic Line. 
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7. CONCLUSION 


The calculations according to all the schemes yield P, i =p eae The boundary 


conditions (18a, b), (17) and (34), (35) coincide; that is, for supersonic flow, the con- 
ditions on the boundary i = 0 have the form (17) or (34). 


It is desirable that the value of the pressure be specified on the open boundaries 
more accurately since conditions (19a) and (36) yield values whichare too high, and this dis- 
torts the flow in the neighborhood of the open boundaries. Therefore, the acoustic line 
left the region of the solution in all the calculations. 


In comparing the computational schemes, we can draw the following conclusions: 


1. Schemes 1 and 2 are not applicable for analysis of flows with great deformations. 


2. Scheme 3 can be applied in the case of tentative calculations of nonstationary 
flows if great accuracy is not required, In the stationary case, it is sensible to carry 
out the solution only up to the instant of stabilization of the flow. This scheme can be 
used for nonstationary flows without great deformations when a slow computer with a 
sufficiently large memory is employed. 


3. With calculations of nonstationary flow that require a specified degree of 
accuracy, we can use scheme 5, The decrease in the integration interval of the equa- 
tions of motion of the particles produces an insignificant increase in the accuracy but 
a large increase in machine time. In this scheme, it is sufficient to choose n' between 
3 - 6. In calculations of the flows involving subsequent compression of the medium, 
increase in the initial number of particles in a cell does not lead to a great increase in 
accuracy although, as one can see from the calculations, it does considerably increase 
machine time. The accuracy of calculations according to this scheme can be increased 
noticeably by decreasing the dimensions of the cell of the Eulerian network. In the case 
of calculations of flows with a fine structure or of region of special interest (for ex- 
ample, the neighborhood of a body), we can use locally a finer Eulerian network. Here, 
it is necessary to partition a particle entering this region into several smaller ones. 

It is probable that this will lead to an increase in the computational accuracy. 


4, For calculation of stationary axisymmetric flows, we can use scheme 8. All 


the remarks about'the use of scheme 5 hold for this scheme. It should be noted that, for 


a more rapid convergence of the solution, it is necessary to determine the instant of 
stabilization of the flow as accurately as possible. 
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SOME QUESTIONS IN THE CALCULATION 
OF THE EVOLUTION OF STARS 


S. N. Lomnev, K. A. Begishkina, 
Z. F. Levina, G. V. Ruben 


ABSTRACT: Application of the hydrodynamic PIC method to 
the problem of evolution of stars is discussed. 


For the past several years there has appeared in the literature a large number of 
articles devoted to calculation of the internal structure and gradual development of 
one-dimensional models of stars. The problem is formulated as a Cauchy problem for 
the system of equations 


ax, t): 
vi f(P,R,L,T, 0 (1) 


oY . Pp ? t i] 
at fy é »>RSL T; ) 


describing the processes of nuclear transmutations of hydrogen and helium over time. 


The internal structure of a star for fixed t is determined from the solution of the 
boundary value problem for the system of nonlinear ordinary differential equations 


“da” 

dP -4 

are (2) 
ge CLIC, X? pT*+XC1-X-Y)eC, T°)"; 

dq dinP, dg ; 


where the C; are constants and p is the density inside the star, which relate the varia- 


tion of the radius R, the pressure P, the temperature T and the luminosity L with 
respect to the mass q of the star. 


[4 


The basic difficulty is embodied in the solution of the boundary value problem. 35 
Earlier presented articles have been based on two methods: "trial integrations" 
(described by Schwartzschild [1]) and the double-sweep (proposed by Henyey, Levier 


et al, [2]). 


The first uses a well known approach: the combination of trial integrals of (2) from 
two sides (from the surface and from the center of the model) with approximately given 
"missing" boundary conditions and calculation of corrections to these approximately 
given boundary conditions. To the disadvantages of the method one must ascribe the 
poor convergence of the corrections. Under the burning out of hydrogen in the center 


it is useless. 


The double-sweel method offers the possibility of calculating the evolution of stars 
up to the late stages of burning of hydrogen and the onset of the burning of helium. How- 
ever, using the linear approximation of the equations, we obtain a more precise value 
of the calculated quantities. 


The difficulties of solution of two-dimensional problems and nonstationary processes 
of stars by these methods oblige one to Seek new paths of research. 


One of the possible processes of calculation of two-dimensional evolutional problems 
can be the following. The system (2) is split into two subsystems, which are solved suc- 
cessively. In the capacity of the two "missing" functions are taken the values of the pre- 


ceding model. 


The first pair of equations will be expressions for the variation of P and R, the 
second pair for T and L. Such a choice of pairs of functions is illuminated by the fact 
that P or and R characterize matter, and T, L characterize the fields created by this 
matter, Thus, matter evokes variation of the fields, and the fields variation of matter. 
For a sufficiently fine step relative to t one should expect a sufficiently precise solution. 


The splitting of (2) offers the possibility of using several schemes of calculation 
relative to t. The following appears interesting to us: 


Scheme 1. At each step At one solves first the system for P and R. Then, not 
changing t, with the newly calculated R, (q) and P, (q) the system for L and T is inte- 


grated, The newly calculated L, (q) and Ty (q) serve for the determination of Ro (q) 
and Po (q) up until the (i + 1)-th expressions do not differ from the i-th within a pre- 


scribed small magnitude. 


Scheme 2, Pairs of equations are evenly divided with respect to time: in the odd 
steps R, P are calculated, in the even L, T. 


Scheme 3. For fixed t the system for R and P is first solved. The calculated 
values are used in the integration of the equations for L and T. 


Test calculations of the evolution of one-dimensional models stars were carried 2s 
out, The best results were obtained with the use of scheme 2, Thus, on the time interval 
0-10 years agreement was obtained with the magnitudes, calculated by another method, 


of 4-5 symbols. 
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Utilization of splitting of the equations appears advantageous to us in the later 
stages of evolution, for example, in time intervals where the Schwaritzschild method 


converges poorly. 


One-dimensional stationary processes with scales of phenomena of 10° give certain 
averaged characteristics of the development of stars. Hydrodynamic instabilities and 
two~dimensional phenomena (with scales of about a year and less) are more advanta- 
geously interpreted by means of ''coarse particles’. This offers a series of advantages. 


1. The system of equations is simplified and is decomposed into two groups of 
equations which are sequentially solvable, 


2. The equation of continuity, which is unstable for numerical solution, drops out 
and is replaced by a Cauchy problem for a system of ordinary differential equations. 


Strong deformations of matter are permitted and, naturally, the physical process 
is described. 


In this paper two versions of the method of "coarse particles"' are employed: the 
method of "mean density" [3] and the method of "particles-in-cells" [4] (PIC for short). 
For exhibiting the particulars of the calculation the method is tested on a spherically 


symmetric star. 


The "mean density" method, The radius of the star is divided into N invervals 
(cells with indices i=1, 2, ..., N). The mass of each cell is decomposed into | 
particles, The calculation is begun by the determination of the density drom the dis- 
tribution among the cells. From the equation of state for the density the pressure 


Cor 
P. = Lite 


path 3 
¢2 + +(C,1)', (3) 


is obtained, where wu is the mass of the i-th molecule, Cy, Cy are constants; the 


quantities p ; and P, relate to the center of the i-th cell. 


The next step consists in the integration of the field equations 


= 2nr ple - e-): 
© (4) 
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where ¢ is the energy of burning, 6 G is the energy of contraction or expansion, 


Yr 
M = Ps 4a r%pdvV, Gis the gravitational constant, with the boundary conditions 
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L(0,t)=0 


Y ~ (6) 
T(r, ,t) = L, (7, tr. ‘T eff ’ 


where T eff. is a constant, 


The system (4), (5) is solved with the aid of trial integrations from both ends and 
determination of corrections at the point of joining. In the calculated fields motion of 
the particles takes place according to the equations 


dt — dt P Or rp2 (6) 


The system (6) was integrated by Euler's method. The gravitational force GM/r? 


was determined relative to particles, the pressure gradient <= / p relative to cells. 
The form of the initial values u, (0) and r. ;{) depends on the ee problem. 


‘Thus, calculation of the evolution of a star on the time interval T= » At ., con- 
m 


sists of calculation of the field from (4), (5) for fixed t and shifting the masses (6) in 
these fields by At wherein At. is selected in accord with the condition of prohibition 


of transition of particles between cells or, = u, At 


The distribution of particles and cells appears to be a complex problem and depends 
on a series of causes. Substantial difficulty resides in the sharp drop in density and 
pressure, changing by approximately 10 orders of magnitude from the center to the 
surface, 


In this article two forms of the distributions of particles and cells were used: 


a) the particles were of the same mass and were distributed proportionally to the 
initial density. The cells were taken such that into the first one four particles fell. 
Thus, on the surface and at the center of the star large cells were obtained; 


b) particles and cells were distributed from the condition of small relative varia- 
tions of the quantities of the field and pressure of the initial uniform model; 2000 par- 
ticles of various masses were placed in 200 cells (10 in each). Thus, cells were 
obtained which were small at the center, increased toward the middle portion, and 
then again decreased toward the surface, 
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These two forms of the distributions were used in the calculations. The second /60 
type of distribution of particles and cells gave more stable results of the calculations, 


A series of general deficiencies were revealed. 


1. In view of the constancy of the pressure gradient within a cell there are no 
collisions between particles. Hence particles of a cell move together and coagulation 
is obtained. (Fig. 1). 


2. Small displacements of particles produce large variations of their velocity, 
and at each step they are accumulated.: Attempts to smooth the pressure gradient and 
thereby decrease the scatter of the quantities did not permit complete removal of com- 
putational instabilities. 


The method of "particles in cells'' [4]. |The deficiencies of the ''mean density" 
method necessitated turning to the method of "particles in cells", which is used in 
certain complex nonstationary problems of hydrodynamics. Matter is divided into a 
large number of "coarse particles"! (Lagrangean mesh), which move like points, having 
a given mass, across cells (Eulerian mesh), The density of matter in a cell is equal to 
the ratio of the mass of all the particles found in it to its volume, It is constant within 
a cell and changes stepwise between neighboring cells. The field quantities (i.e. , tempera- 
ture, energy flow, etc.) are also constant within a cell and are determined from difference 
equations. Solution of the problem leads to a series of steps according to time. Each step 
consists of three stages: calculation of the field quantities, movement of the particles 
and, finally, corrections of the field. 


Calculations carried out by Harlow and others have shown that the method is ex- 
pedient for problems in which large fluid deformations and large relative displacements 
are encountered, and impingement of the surfaces of separation of media arises. 


In the problem considered there must not be regions of flow with small subsonic 
velocities. Inside large regions of flow there must not be encountered small regions in 
which it is necessary to know the solution in detail. We undertake to apply the scheme 
of the PIC method for the calculation of fast processes in the interiors of stars. 


We shall consider the adiabatic case. We separate the star into N spherical zones 
identical in radial dimension (Fig. 2). In the first stage the fields are calculated accord- 


ing to the equations 
u.—u. Mont. 
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here m, is the mass of the i-th cell, u, is the velocity, P. the pressure, Q, the internal 
energy, and V; = 4nr? Or; is the volume of the i-th cell, and ~ denotes the results 


after the first stage 
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The boundary conditions are obtained from the laws of conservation of energy 


i 0; Pp = 0; 


Nal” N+1 
QnfP, (r?G), 1, +P,_, (17), 1=0, 


where N is the last cell on the surface. 


Forn=1, i.e. atthe center, this equality is satisfied out of symmetry. In empty 
cells the pressure and velocity are equal to zero. 


Initial conditions are taken from the results of calculation of the initial uniform 
model, The star was divided into 200 cells identical in dimension which were fixed, and 
to them were added another 100 empty cells. In each cell were distributed uniformly 10 
particles of like mass for a given cell. 


Partition into identical cells is advantageous for calculation and insures fulfillment 
of the law of conservation of energy, although it is crude for the surface, and ina 
central cell in the calculation of volume by the formula V; = 41 ry Or, the relative error 


amounts to 25%. 


In the second stage particles move with velocities obtained by linear interpolation 
on the centers of two neighboring cells 


here Ths r,. are the coordinates of the particle before and after the movement, vi is 


the velocity of the particle. 


Trial calculations showed significant improvement of stability of the scheme in 
comparison with the case where the particle velocity was taken equal to the value at 
the center of the cell. 


The Eulerian quantities are not altered if a particle does not transgress the 
boundary of a cell, In the contrary case the change is determined by addition and 
subtraction of masses, energies (kinetic heat advantage) and the amount of movement 
with the corresponding quantities by a given particle. The amount of movement of the 
particles is Y, = mu, the energy is Ey. = E,m,/m,, where m,, u, and E. are the 


parameters of the old cell after the first stage. In the third stage the corrections of the 
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field are calculated. After the movement of the particles we have Yj, Ej, mj as the 


impulse, energy and mass of the i-th cell. We calculate 


td oe o2 


Y. F _u. 
wee; Q. =£,- +=; 7.;P.; p? 
a | 


ra 
r 


for the i-th cell, These values are taken as the initial data for the next step of the 
calculations, 


The masses of particles at the center and on the surface differ by 7 orders of 
magnitude. The feasibilities of the machine do not permit smoothing this difference 
completely; hence the calculations have a trial methodological character. An attempt 
to calculate pulsations of stars did not give good results; the method is too coarse for 
small pulsation velocities. The errors arising under sufficiently large time of compu- 
tation exceed by far the given initial velocities. In the equilibrium model under con- 
sideration with zero initial velocities a velocity of movement arises and increases as 
a result of errors. In central cells the parameters are agitated in the first steps of 
the calculation. It is necessary to decrease substantially the time step or to throw out 
the n central cells. Discarding the center, the boundary conditions 


were introduced. Particles are elastically reflected from the boundary of cells n and 
n+1, With the increase of n the time step required for the calculation increases, for 
n=50, At =0.0005 hours, for n = 155, At =0.005 hours, For n = 50 after 153 steps 
it turns out that the greatest velocities occur in the central cells, at the surface, and 
in the neighborhood of Ty» Vo (Fig. 3). Up to this moment of the calculation the density 


has not changed, except the density of certain cells at the center and at the surface. 
Thus, the velocity characterizes instability in the first step of the calculation. 


An attempt to improve the accuracy by breaking down the cells for that same 
quantity of particles (they took N = 400 and 2000 particles) led to poorer results 
(Fig. 4). The pattern is particularly unstable in the neighborhood of Ro: In the re- 


maining cells the results do not differ significantly in absolute value from the results 
for N = 200. In Fig. 5 are presented the values of the velocity for T =0.07 hours and 
for T =0.27 hours. The calculations were carried out with a step of 0.005 hours, half 
of the radius of the star being fixed. It is evident that the most stable part is the vicinity 
of Ry: Forr > 3Ro p/4 the increase of velocity is less significant. 
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——_ h= Rog p/400. 


Let us introduce the following distribution of velocity: u=6R@/T for /6 
osrés Ro -u=0forr> Ro: This is equivalent to the formation of a shock wave. 


Calculations were performed with Ry = Rogp/2 (T =1 hour; R@ is the radius of 
the sun ); t = 0.0001 hours. 


The initial P, p, T were taken from the results of the calculation of the uniform 
model, The calculations showed that the shock wave front diffuses with the course of 
time (Fig. 8), which indicates the existence of viscosity, not taken into account by the 
usual PIC method. 


One of the defects of the method consists in the crossover of particles. This 
phenomenon can be averted in the following way. Let v, r be the velocity and the 
coordinate of a particle; v is interpolated relative to the cells 


2 ee pees. (8) 
8 r. - ff. 
z+ 1 t 
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In the interval At the velocities of the cells do not change, At time t_, r=r., 


Solution of (8) gives 


+a (u re—u.7- ,) ion 4 


rt) =e Rpt 2 ey | 
yu. —_— Fi e 
t+) 3 


If a particle crosses the middle of the i-th cell at time t' = tn + At', and falls into 


interval 2 (see Fig. 2), then 


Particles in the inverval At do not cross over. One must turn attention to artificial 
viscosity in equations (7) and to a rational distribution of particles and cells (for 
example, a combination of a and b). The instabilities portrayed in Fig. 4 can be 
significantly decreased. 


In conclusion it should be noted that, despite the limited possibilities of the method 
of "particles in celis't for the calculation of the evolutions of stars, as it appears to us, 
this methodology is applicable to the analysis of explosive processes. 
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